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Obsah balenia

1x Návod na montáž
6x Hmoždinky
4x Okrúhle skrutky M4x35
4x Krytka skrutky
2x Skrutky M4x35

2x Stenový konektor
2x Nadstavovací úchyt

2x Závesy


1x Set kľučiek

2x Hmoždinky
2x Skrutky M4x35 samorezné
1x Konzola
2x Podložka
2x Hmoždinky
2x Skrutky M4x25
2x Podložka
2x Krytka skrutky
2x Skrutky M4x12
2x Podložka
3x Vodný deflektor



2x Magnetické tesnenie



1x Nástenný profil


1x Hliníové tesnenie



1x Pevný panel




1x Panel dverí
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Montážny výkres
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(1) 10x Stenové zátky
(2) 2x Skrutky M4x35
(3) 1x Vodný deflektor
(4) 4x Krytka skrutky
(5) 2x Nadstavenie úchytu
(6) 2x Skrutky M4x25
(7) 2x Skrutky M4x12
(8) 1x Hliníkové tesnenie
(9) 2x Podložky
(10) 2x Podložky

(11) 1x Vodný deflektor
(12) 2x Záves
(13) 1x Panel dverí
(14) 1x Vodný deflektor
(15) 2x Podložky
(16) 1x Držiak
(17) 2x Skrutka M4x35 samorezná
(18) 2x Magnetické tesnenie
(19) 1x Sada kľučiek
(20) 4x Skrutky M4x35 okrúhla
(21) 1x Nástenný profil
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Postup inštalácie
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View from inside
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Krok3
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Skrutka
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Skrutka
M4x35
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Pevnýpanel                 Paneldverí

View from inside
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Krok 5
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Krok 6
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POZOR PROSÍM:
Dajte dva kusy podložiek na jednu stranu klipu
spolu, ktorý je smerom von, a potom nainštalujte



sklenenný panel.
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Krok 7























Pred použitím nechajte silikón schnúť 24 hodín.
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4 General Information

Please inspect the product immediately upon receipt for transit damage, missing packs/parts
or manufacturing fault. Damage reported later cannot be accepted.Please handle the product
with care avoiding knocks and shock loading to all sides and edges of the glass.

Notes: Safety glass can not be re-worked.

Please read these instructions carefully before start of installation.
Special care should be taken when drilling walls to avoid hidden pipes or electrical cables.
Note: This product is heavy and may require two people to install.

Aftercare instructions

After use, your shower should be cleaned with soap and water. This is particularly important
in hard water districts where insoluble lime salts may be deposited and allowed to build up.
Cleaners of a gritty or abrasive nature should not be used. Care should be taken to avoid
contact with strong chemicals such as organic solvents and strippers.

Glass cleaners can be used but with caution, if in doubt contact the manufacturer of the cleaner
in question.

Please keep these instructions for aftercare and customer service details

Tools Required
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